Bistable soliton switching dynamics in a $\mathcal{PT}$-symmetric coupler with saturable nonlinearity

Dipti Kanika Mahato,1,∗ Ambaresh Sahoo,1† A. Govindarajan,2 and Amarendra K. Sarma1,†

1Department of Physics, Indian Institute of Technology Guwahati, Assam 781039, India
2Centre for Nonlinear Dynamics, School of Physics, Bharathidasan University, Tiruchirapalli 620024, India

We investigate the switching dynamics in a $\mathcal{PT}$-symmetric fiber coupler composed of a saturable nonlinear material as the core. In such a saturable nonlinear medium, bistable solitons may evolve due to the balance between dispersion and saturable nonlinearity, which we extend in the context of $\mathcal{PT}$-symmetric coupler. Our investigations of power-controlled and phase-sensitive switching show richer soliton switching dynamics than the currently existing conventional counterparts, which may lead to ultrafast and efficient all-optical switching dynamics at very low power owing to the combined effects of $\mathcal{PT}$ symmetry and saturable nonlinearity. In addition to the input power, the relative phase of the input solitons and saturable coefficient are additional controlling parameters that efficiently tailor the switching dynamics. Also, we provide a suitable range of system and pulse parameters that would be helpful for the practical realization of the coupler to use in all-optical switching devices and photonic circuits.

I. INTRODUCTION

Parity-time ($\mathcal{PT}$) symmetry, as a concept, got tremendous attention after C. M. Bender put forward a very novel perspective on quantum mechanical Hamiltonians [1,3]. While experiments were yet to be carried out in the quantum domain, the optical platforms provided support and utility of $\mathcal{PT}$-symmetric ideas [1,6]. Following the theoretical predictions, soon there were experimental realizations of the optical $\mathcal{PT}$-symmetry in linear coupled waveguide system with balanced gain and loss in the two arms of the coupler [7,9]. This subsequently led to extending the $\mathcal{PT}$-symmetric theory in other branches of physics quickly [10–19]. Further progress in understanding the $\mathcal{PT}$-symmetry has been observed once the nonlinearity is included in the system. The interplay between the $\mathcal{PT}$-symmetry and the nonlinearity gave rise to the existence of localized modes [20,21] and $\mathcal{PT}$-symmetric solitons [22,23].

In the context of couplers, which are mostly utilized as all-optical switching devices, when nonlinearity is introduced under the effect of $\mathcal{PT}$-symmetry, several authors reported the existence of the bright, dark, gap, and Bragg solitons, as well as many other interesting phenomena [24–29]. The operation of $\mathcal{PT}$-symmetric couplers, especially with the Kerr nonlinearity, showed improvement as the critical power of switching reduces drastically while maintaining high-efficiency [30]. However, a conventional coupler with Kerr nonlinear medium has a low nonlinear coefficient $n_2$, which requires high input power for switching. To overcome this hindrance, non-Kerr saturable nonlinear media, such as semiconductor doped glass and organic polymers, have been employed due to their higher $n_2$ values compared to pure silica [31] and their relatively low saturable intensities [32,33]. Therefore, for the $\mathcal{PT}$-symmetric couplers, if saturable nonlinearity (SN) is introduced, one can expect to achieve advantageous transmission characteristics over the Kerr one.

Now, one needs to be clear that such media do not support Kerr solitons; instead, there exist bistable solitons, which are basically two solitons having the same pulse width, but different energies and shapes [34]. The switching dynamics inside conventional saturable nonlinear couplers (SNCs) by utilizing the bistable solitons have been reported previously [35–37], which had been found to be better alternatives for all-optical switching devices [38]. Furthermore, while there have been several studies demonstrating the existence of stable fundamental soliton, gap soliton, and higher-order solitons in different $\mathcal{PT}$-symmetric potentials [39–42], there has not been any study on the existence of bistable solitons inside a $\mathcal{PT}$-symmetric SNC and their switching dynamics.

Therefore, in connection with the all-optical switching devices, in this work, we concentrate on the steering dynamics in a $\mathcal{PT}$-symmetric $\pi/2$ SNC. We first obtain the exact soliton solution which can propagate through such a medium and then observe the transmission characteristics of that pulse for the $\mathcal{PT}$-symmetric coupler and solve the corresponding equation considering the device length to be half-beat length. The corresponding theoretical model has been described in Sec. [II] along with a discussion on the numerical finding of soliton solution, which can propagate in a saturable nonlinear medium. In Sec. [III] we discuss bistable solitons in the context of $\mathcal{PT}$-symmetric coupler with SN followed by its power-controlled switching dynamics in Sec. [IV]. The spatiotemporal characteristics of solitons are illustrated in Sec. [V] Finally, in Sec. [VI] we discuss the phase-controlled dynamics of the solitons. The paper is concluded by Sec. [VII].

* These two authors DKM and AS contributed equally to this work
† aksarma@iitg.ac.in

[1] and their relatively low saturable intensities [32,33]. Therefore, for the $\mathcal{PT}$-symmetric couplers, if saturable nonlinearity (SN) is introduced, one can expect to achieve advantageous transmission characteristics over the Kerr one.
II. THEORETICAL FRAMEWORK

A. Model: $\mathcal{PT}$-symmetric fiber coupler with saturable nonlinearity

We consider a $\mathcal{PT}$-symmetric nonlinear directional coupler with SN (shown in Fig. 1) in which the medium’s nonlinear response saturates beyond a threshold power. The optical pulse propagation in such a coupler can be modeled by a set of coupled-mode nonlinear Schrödinger equations (NLSEs) of the slowly-varying complex-valued electric field envelopes $A_1(z,t)$ and $A_2(z,t)$ in the two channels [30, 43, 44], which can be written in dimensionless form as:

\[
\begin{align*}
\frac{i}{\xi} \frac{\partial u}{\partial \xi} &+ \frac{1}{2} \frac{\partial^2 u}{\partial \tau^2} + f(|u|^2)u + \kappa v = i \Gamma u, \quad (1a) \\
\frac{i}{\xi} \frac{\partial v}{\partial \xi} &+ \frac{1}{2} \frac{\partial^2 v}{\partial \tau^2} + f(|v|^2)v + \kappa u = -i \Gamma v, \quad (1b)
\end{align*}
\]

where $u(\xi, \tau) = A_1/\sqrt{T_0}$ and $v(\xi, \tau) = A_2/\sqrt{T_0}$, with $P_0$ being the peak input power; $\xi = z/L_D$ and $\tau = (t - z/v_p)/\tau_0$ are respectively the normalized distance and time, with $L_D = t_0^2/|\beta_2(\omega_0)|$, and $t_0$, $v_p$ and $\beta_2$ are the input pulse duration, group-velocity of the pulse, and group-velocity dispersion parameter at the carrier frequency $\omega_0$. The linear coupling coefficient ($K$) and the balanced linear gain/loss coefficient ($G$) are rescaled as: $\kappa = KL_D$ and $\Gamma = GL_D$. Also, in our model, we adopt the mostly used mathematical model of the saturable nonlinear response [35, 45], the dimensionless form of which is represented as

\[
f(|u|^2) = \frac{|u|^2}{1 + s|u|^2}, \quad (2)
\]

where $s = P_0/I_{sat}$ is the dimensionless refractive index saturation parameter (also known as the strength of saturation), with $I_{sat}$ being the characteristic saturable intensity of the medium. Note that, when $s = 0$, Eq. (2) reduces to the well-known Kerr nonlinearity, and when one increases $s$, the saturation effect of the refractive index increases accordingly.

The system described by Eq. (1) is a $\mathcal{PT}$-symmetric system, whose operational domains are categorized into three regions: unbroken regime ($\kappa > \Gamma$), broken regime ($\kappa < \Gamma$) and an exceptional point ($\kappa = \Gamma$). In the unbroken $\mathcal{PT}$-symmetric regime, it has been observed in previous works [30, 46] that the poor transmission efficiency and unstable soliton evolution make a half-beat length ($\xi = \pi/2\kappa$) $\mathcal{PT}$-symmetric Kerr coupler an inappropriate choice as compared to one-beat length ($\xi = \pi\kappa$) $\mathcal{PT}$-symmetric Kerr coupler that shows enhanced switching efficiency. In the case of a $\mathcal{PT}$-symmetric SNC, however, we consider the device to be operated in the unbroken $\mathcal{PT}$ regime with the coupler length equal to the half-beat length, which provides better switching dynamics with a lower critical power than the Kerr counterpart.

B. Soliton evolution and switching dynamics

It is well-known that the fundamental Kerr soliton solution, $u = \text{sech}(\tau)$, does not satisfy the NLSE with SN that leads to unstable and chaotic evolution dynamics [35]. Here, we first demonstrate the exact soliton solution corresponding to the single NLSE with SN and use the same soliton solution in the coupled NLSE Eqs. (1a) and (1b) to investigate the switching dynamics in a $\mathcal{PT}$-symmetric saturable medium already. For this, we start with a single NLSE with SN [35], whose ansatz function $u_0$ takes the following analytical form:

\[
u_0(\xi, \tau) = \sqrt{\psi(\tau)}e^{i\beta_0}, \quad (3)
\]

where $\beta$ is the nonlinear propagation constant shift. Inserting this ansatz function [Eq. (3)] into the single NLSE and solving the parameters of the ansatz semi-analytically, we obtain the intensity profile of the exact soliton solution ($|u_0|^2$) for the NLSE with SN with strength $s = 1$ shown in Fig. 2(a). We then consider this soliton solution as the seed solution and solve the set of Eqs. (1a) and (1b) numerically by applying the symmetrized split-step Fourier method complemented with the fourth-order Runge-Kutta algorithm. Next, to inves-
tigate the switching dynamics, we calculate the transmission coefficient \( T_j \), which represents the fractional output power in the \( j \)-th channel after propagation of critical coupling length \( L_c \) being equal to the half-beat length of the coupler as:

\[
T_j = \frac{\int_{-\infty}^{\infty} |u(L_c, \tau)|^2 d\tau}{\int_{-\infty}^{\infty} |u(L_c, \tau)|^2 + |v(L_c, \tau)|^2 d\tau} = \frac{P_1}{P_1 + P_2},
\]

where \( P_1 = \int_{-\infty}^{\infty} |u(L_c, \tau)|^2 d\tau \) and \( P_2 = \int_{-\infty}^{\infty} |v(L_c, \tau)|^2 d\tau \) are the output powers of the transmitted pulse in the output ports of the two channels. In order to investigate the switching dynamics, we plot the transmission coefficient \( T_1 \) [evaluating Eq. (4)] in the first channel of a conventional (blue dashed curve) and a \( \mathcal{PT} \)-symmetric (red solid line) SNCs for coupling coefficient \( \kappa = 0.1 \) and coupling length \( L_c = \pi/2\kappa = 5\tau \) in Fig. 2(b). The various regions of operation for all-optical switching for the conventional coupler are illustrated in the same figure, which can also be translated to the \( \mathcal{PT} \)-symmetric one. Here, the switching curve shows four basic regimes: the coupling region (below the lower-branch critical power \( P_{cr1} \)); the switching region [between \( P_{cr1} \) and the onset of the intermediate coupling region (ICR)]; the ICR; and another coupling region above the higher-branch critical power \( P_{cr2} \), after which the power remains in the second channel for any further increase in the input power \( P_0 \). Thus, for efficient switching, one must concentrate solely on the range of input power corresponding to the switching region. Furthermore, we find that the higher branch of critical power \( P_{cr2} \) appears to be too high to be useful for any optical switching. Therefore, we focus on the lower-branch critical power \( P_{cr1} \) and term it as \( P_{cr} \) for the rest of our work in order to operate the SNC as an efficient all-optical switching device. Now, with the introduction of balanced gain/loss, the critical power \( P_{cr} \) is reduced considerably, and both the switching steepness and transmission efficiency are enhanced. For further investigation of how the gain/loss parameter \( \Gamma \) affects the switching dynamics, we plot the \( P_{cr} \) as a function of \( \Gamma \) for specific values of \( \kappa = 0.1 \) and \( s = 1 \) in Fig. 3(a). This plot indicates that when \( \Gamma \) approaches the singularity (i.e., \( \Gamma = \kappa = 0.1 \) in this particular case), no switching occurs, implying that regardless of the input power, all of the power remains in the launching channel. The corresponding transmission is shown in Fig. 3(b) for four different values of \( \Gamma = 0, 0.02, 0.04, \) and 0.06. As we gradually increase \( \Gamma \) from 0 to 0.06, we observe a lower critical power with better transmission efficiency [see inset of Fig. 3(b)]. Hence, based on these results, we fix the gain/loss value of the \( \mathcal{PT} \)-symmetric SNC to be \( \Gamma = 0.05 \) for further investigations on the switching dynamics.

### III. BISTABLE SOLITON DYNAMICS IN \( \mathcal{PT} \)-SYMMETRIC SATURABLE COUPLER

Before going deeper into the details of soliton switching dynamics in \( \mathcal{PT} \)-symmetric SNCs, we first investigate the properties of bistable solitons and their dynamics, which occur inherently in saturable nonlinear systems. Previ-
uous researches have looked into the fundamental properties of bistable solitons in saturable nonlinear media, where there exist two solitons with the same pulse width but different shapes and energies [34, 35]. In our work, it is interesting to investigate how the seed soliton [Eq. (3)], which is inherently bistable in nature for a specific range of ansatz parameters, evolves in the couplers and retain their properties as well as individual switching characteristics. To investigate the properties of bistable solitons, we first define the dimensionless soliton energy as

\[ \varepsilon = \int_{-\infty}^{\infty} |u(\tau)|^2 d\tau. \]  

Next, for a given value of soliton peak amplitude \( \psi(\tau = 0) = \psi_0 \), we compute the output pulse width \( \tau_0 \) and the propagation constant shift \( \beta \) [presented in Eq. (3)]. In Fig. 4(a), we plot the variation of pulse energy \( \varepsilon \) [Eq. (5)] at the first output port of the \( \pi/2 \) coupler as a function of the output pulse width \( \tau_0 \) by varying the peak amplitude \( \psi_0 \) of input seed soliton. Similarly, we plot the variation of \( \varepsilon \) as a function of \( \beta \) [see Fig. 4(b)] and the \( \tau_0 \) vs \( \beta \) [see Fig. 4(c)] for the system parameters \( \kappa = 0.1, \Gamma = 0.05 \), and \( s = 1 \). The bistability nature is clearly evident in both the conventional (dashed blue curves) and \( \mathcal{PT} \)-symmetric (solid red curves) SNCs [there exist two values of \( \varepsilon \) and \( \beta \) at the same \( \tau_0 = 2 \), as shown by the horizontal dashed line in Figs. 4(a) and 4(c)]. Furthermore, these plots indicate that the addition of a \( \mathcal{PT} \)-symmetric potential modifies the parameter space of the soliton in comparison to the conventional SNC. The bistable solitons inside the \( \mathcal{PT} \)-symmetric SNC with two different energies \( \varepsilon = 6.22 \) and \( \varepsilon = 14.65 \) corresponding to the pulse width \( \tau_0 = 2 \) are shown in Fig. 4(d). Here, the higher amplitude soliton (solid red curve) corresponds to the higher input peak amplitude \( \psi_0 = 2.87 \), while the lower amplitude soliton (dashed red curve) corresponds to the lower input peak amplitude \( \psi_0 = 0.47 \). Thus, by examining Figs. 4(a) and 4(d), we can conclude that the bistable solitons exist in the unbroken regime of a \( \pi/2 \) \( \mathcal{PT} \)-symmetric SNC in the weak coupling regime.

Next, the switching dynamics of the individual bistable solitons obtained in Fig. 4(d) are investigated in Figs. 5(a) and 5(b). Here, we observe two independent steering dynamics for two solitons depending on the soliton amplitude. The critical power of switching corresponding to the pulse with \( \psi_0 = 2.87 \) is lower than that of the pulse with \( \psi_0 = 0.47 \). This is because the nonlinear response of the medium becomes saturated earlier in the case of pulse with high input peak amplitude, causing the switching to occur faster than in the case of pulse with low input peak amplitude. In the following sections, our investigations mainly focus on the switching dynamics of a single soliton case for a given pulse width, which have applications in all-optical switching devices and photonic circuits.

IV. POWER-CONTROLLED SWITCHING DYNAMICS

To discuss the power-controlled switching dynamics, we assume that in the presence of coupling coefficient (\( \kappa \neq 0 \)), the soliton is always launched into the input port (port 1) of the first channel, and the second channel is kept empty so that

\[ u(\xi = 0, \tau) = u_s(\xi = 0, \tau) \quad \text{and} \quad v(\xi = 0, \tau) = 0. \]  

With the initial conditions above in Eq. (6), we discuss the effect of coupling coefficient \( \kappa \) on the switching dynamics for a conventional (\( \Gamma = 0 \)) and a \( \mathcal{PT} \)-symmetric
FIG. 7. (Color online) Spatiotemporal evolution of solitons in (a),(b) conventional SNC (Γ = 0), and (c),(d) P T -symmetric SNC (Γ = 0.05) with input power P₀ = 0.2. The system parameters are taken to be: κ = 0.1 and s = 1.

FIG. 8. (Color online) Spatiotemporal evolution of solitons in (a),(b) conventional SNC, and (c),(d) P T -symmetric SNC with input power P₀ = 2. All the other parameters are the same as in Fig. 7.

(Γ = 0.05) SNCs by setting the saturation to be maximum, s = 1, shown in Figs. 6(a) and 6(b). For both the SNCs, the lower value of κ shows lower critical power and better transmission efficiency across a wider input power range.

<table>
<thead>
<tr>
<th>Fixed parameter</th>
<th>Varying parameter</th>
<th>Pcr, conventional (Γ = 0)</th>
<th>Pcr, P T (Γ = 0.05)</th>
</tr>
</thead>
<tbody>
<tr>
<td>κ = 0.1</td>
<td></td>
<td>1.10</td>
<td>0.30</td>
</tr>
<tr>
<td>s = 1</td>
<td>κ = 0.1</td>
<td>1.30</td>
<td>0.38</td>
</tr>
<tr>
<td></td>
<td>κ = 0.12</td>
<td>1.59</td>
<td>0.47</td>
</tr>
<tr>
<td></td>
<td>s = 0.1</td>
<td>0.82</td>
<td>0.37</td>
</tr>
<tr>
<td></td>
<td>s = 0.5</td>
<td>0.86</td>
<td>0.32</td>
</tr>
<tr>
<td></td>
<td>s = 1</td>
<td>1.10</td>
<td>0.30</td>
</tr>
</tbody>
</table>

Next, we study the role of the strength of SN, s for the same two couplers in the weaker coupling regime by setting κ = 0.1, shown in Figs. 6(c) and 6(d). In both the conventional and the P T -symmetric SNCs, we observe a Kerr coupler-like behavior for lower saturation strengths, s = 0.1 and s = 0.5. In contrast, the typical effect of SN in the high input power domain is observed once the couplers are operated with maximum saturation s = 1. In Table I, we provide a list of the the normalized values of critical powers for the two types of SNCs, showing the variations of κ and s. We observe that, when the strength of SN increases gradually, unlike a conventional SNC, the critical power of switching tends to decrease for a P T -symmetric one. Thus, based on the values of critical powers Pcr, given in Table I we can conclude that for weaker coupling region (κ = 0.1) and maximum saturation strength (s = 1), a P T -symmetric coupler is more efficient as compared to the conventional one.

V. SPATIOTEMPORAL SOLITON DYNAMICS

In this section, we illustrate the spatiotemporal evolution dynamics of a soliton inside the two cores of the two SNCs. In Figs. 7(a)-7(d), with the previously chosen values of κ = 0.1, s = 1 and Γ = 0.05, we plot the corresponding evolution dynamics inside the couplers in the linear regime where the input power is chosen to be P₀ = 0.2, lower than the critical power Pcr = 0.3. One can predict these evolution trends inside the conventional and P T -symmetric SNCs by following the switching curves in Fig. 2(b). In this linear regime, the soliton couples back and forth inside the two channels and eventually exists from the output port of the first channel. On the other hand, if a soliton is launched in the nonlinear regime, where the input power is set to be P₀ = 2, higher than Pcr, we observe that the soliton switches back to the launching core and remains in there in the case of a conventional SNC [see Figs. 8(a) and 8(b)]. However, for the case of a P T -symmetric SNC, we observe that the soliton power comes out of the second channel as shown in Figs. 8(c) and 8(d)]. Thus, with the inclusion of gain/loss in the SNC, the nonlinear switching takes a different route than the conventional one.
suggested in the power-controlled case. The effect of coupling coefficient for both conventional and $r = 4$, and considering Eq. (7) as inputs, we show the phase between the two soliton pulses. For a typical value of (a) conventional and (b) two channels as launched into the input ports (port 1 and port 2) of the nonlinearity. Therefore, we consider two soliton pulses for different $\kappa$ with fixed $s = 1$. (c), (d) represent the same for different $s$ with fixed $\kappa = 0.1$.

VI. SWITCHING DYNAMICS BY CONTROLLING THE RELATIVE PHASE

In addition to the power-controlled switching, for the completeness of the study, we investigate phase-sensitive switching dynamics as another type of all-optical switching device in this section. The basic idea of a phase-sensitive switching is that by adjusting the input power and the relative phase of a weaker pulse in the second channel, one can control the steering dynamics of the stronger pulse which is launched into the first channel [47, 48]. Therefore, we consider two soliton pulses launched into the input ports (port 1 and port 2) of the two channels as

$$u(\xi = 0, \tau) = u_s \quad \text{and} \quad v(\xi = 0, \tau) = \frac{u_s}{\sqrt{r}} e^{i\phi},$$  

(7)

where $r$ is the power ratio factor and $\phi$ is the relative phase between the two soliton pulses. For a typical value $r = 4$, and considering Eq. (7) as inputs, we show the effect of coupling coefficient for both conventional and $\mathcal{PT}$-symmetric SNCs considering the same set of $\kappa$ as discussed in the power-controlled case. The $\mathcal{PT}$-symmetric SNC displays considerably better sharp phase-sensitive switching as compared to the conventional one, with more than 90% transmittance over certain ranges of $\phi$ [see Figs. 9(a) and 9(b)]. We observe that the lower the coupling coefficient, the higher the transmission efficiency for a certain range of $\phi$. We also plot the effect of the strength of SN on the phase-controlled switching dynamics while considering the previous set of $s$ values as in the power-controlled case. Here, we observe that for the conventional SNC, the lower $s$ value ($s = 0.1$) displays higher transmission efficiency over certain range of $\phi$ [see Fig. 9(c)]. Whereas in the $\mathcal{PT}$-symmetric SNC, for the lower strength of saturation, the transmittance in the first channel is more than 97% for any $\phi$ value [dashed red curve Fig. 9(d)]. Thus, by controlling the phase of the weaker pulse, we can steer the stronger pulse to come out from the desired channel. By observing these results, we can conclude again that a $\mathcal{PT}$-symmetric SNC is better than a conventional SNC to be used as a phase-controlled switching device as well.

VII. CONCLUSION

To conclude, we have investigated the steering and switching dynamics of bistable solitons in a $\mathcal{PT}$-symmetric coupler with saturable nonlinearity. One of the objectives of the work was to investigate if the scheme of optical $\mathcal{PT}$ symmetry enhances the transmission characteristics of the saturable coupler compared to the one with Kerr nonlinearity as well as the conventional counterparts. We find the answer is affirmative. The soliton is found to be stable while propagating through the coupler. It turns out that both the power and the phase-controlled mode of switching works well in the $\mathcal{PT}$-symmetric saturable nonlinear coupler. It is anticipated that owing to the huge reduction in the peak power and rich transmission characteristics, the proposed $\mathcal{PT}$-symmetric coupler with saturation nonlinearity would be of great utility for many signal processing applications. Apart from that, there could be a resurgence of research works in this area considering the promising results reported in this work.

ACKNOWLEDGMENTS

D.K.M. acknowledges IIT Guwahati for Doctoral fellowship. A.S. acknowledges the Ministry of Education, India for a research fellowship through IPDF IIT Guwahati. A.K.S. acknowledges support from the Science and Engineering Research Board (SERB), under the project MATRICS (Grant No. MTR/2019/000945).
